
SPS 321.225 (1)  

SPS 321.225 (2) AKA Appendix B & C  

Decks  



SPS 321.225 DECKS  
(1) Decks attached to dwellings and any detached decks that 
serve an exit shall comply with the applicable provisions of 
subchs. II to X of ch. SPS 321, including all of the following :  

(a) Excavation requirements under s. SPS 321.14 ;  

(b) Footing requirements under s. SPS 321.15 (2) (f );  

(c) Frost penetration requirements under s. SPS 321.16 ;  

(d) Load requirements under s. SPS 321.02 ;  

(e) Stair, handrail and guard requirements of s. SPS 321.04 . 

( f ) Decay protection requirements of s. SPS 321.10 . 

 

 

( 2)  A deck that complies with the standards in ch. SPS 325 
Appendix B, and ch. SPS 325 Appendix C, if applicable, shall 
be considered as complying with sub. (1).  



What Will Be Covered  

·Common Misconceptions  

·Flashing  

·SPS 321.225 (1)  

·Calculate Footing Size (I.e. Sonotube®)  

·SPS 321.225 (2)= Appendix B  

·Deck Fails I n The News (Time Permitting)  



Common Misconceptions  

ÅLedger Board Attachment  

ÅLedger Board Connection  

ÅArchitect/Engineer Stamp  

ÅLateral Support  

ÅDecks & Exit Path  

ÅDetached Decks  

ÅTreated Lumber  



Ledger Board Attachment  
SPS 321.02  

ñIf I use the old method, I can attach my ledger board 

to a masonry veneer or chimney or a house overhang .ò 

 NO  
These items are not 
designed for additional 
loads.  



June 29, 2003  
Inspections showed the lag bolts were 
actually bent (ASHI Reporter/ANNE W. WEST)  

Ledger Board Attachment  



Ledger Board Connection  
SPS 321.02  

ñNailing a ledger board is fine, 

Iôve been doing this for years.ò 



Ledger Board Connection  



Architect /  Engineer Stamp  
SPS 321.02  

ñAll I need is my deck plan stamped by an 
architect or engineer & Iôm good to go.ò 

Everyone must provide proper structural analysis 
along with the plans submitted.  

You are not required to have an architect or engineer 
design your deck. SPS 320.09(6)(c)*  


